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H

H.2 2021700000

RJ45 plug, tool free

• �Cat. 6A (8-wire) / Cat. 5 (4-wire) for PROFINET
• �Multiport-compatible
• �IP 20

Technical data

Category
Protection degree
Housing main material
Connection diameter, flexible, min. / max.
Connection cross-section, flexible, min. / max.
Connection diameter, solid, min. / max.
Connection cross-section, solid, min. / max.
Wire connection cross-section, finely stranded
Insulation diameter, min. / max.
Sheath diameter, min. / max.
Contact surface
Shielding
Plugging cycles
Ambient temperature (operational)
Contact resistance
Insulation resistance
Dielectric strength, contact / contact
Dielectric strength, contact / shield
Connector standard
Current-carrying capacity at 50 °C
Speed
PoE / PoE+
Approvals
Note

Ordering data
Plug

with tear-off flags: EIA / TIA 568-A/B/PROFINET
with printing: PROFINET

with printing: EIA / TIA 568-A
with printing: EIA/TIA 568-B

Note

Accessories

Note

8-wire

9.
45

12.9

51.32

Cat.6A / Class EA (ISO/IEC 11801 2010)
IP 20
Zinc diecast
0.48 mm / 0.76 mm
AWG 26 / AWG 22
0.4 mm / 0.64 mm
AWG 24 / AWG 22
Approval of the cable by Weidmüller necessary
0.85 mm / 1.6 mm
5.5 mm / 8.5 mm
Gold over nickel
360° all-round enclosure
750
-40 °C...70 °C
≤ 20 mΩ
> 500 MΩ
≥ 1000 V DC
≥ 1500 V DC
IEC 60603-7-51
1 A
10 GBit/s
conforming to IEEE 802.3at
CULUS; EAC
Approvals available on request

Type Qty. Order No.
IE-PS-RJ45-FH-BK 10 1963600000

IE-PS-RJ45-FH-BK-A 10 1132040000
IE-PS-RJ45-FH-BK-B 10 1132050000
 

 

Type Qty. Order No.Type Qty. Order No.
IE-CR-IP20-RJ45-FH-GN 10 1963100000
IE-CR-IP20-RJ45-FH-GY 10 1963060000
IE-CR-IP20-RJ45-FH-BU 10 1963080000
IE-CR-IP20-RJ45-FH-OG 10 1963070000
IE-CR-IP20-RJ45-FH-YE 10 1963090000
IE-CR-IP20-RJ45-FH-WH 10 1963050000

PWZ RJ45 1 1118040000

Strain relief
green

grey
blue

orange
yellow
white

Tools
Optional pressing tool

4-wire for PROFINET

9.
45

12.9

51.32

Cat.5 (ISO/IEC 11801)
IP 20
Zinc diecast
0.48 mm / 0.76 mm
AWG 26 / AWG 22
0.4 mm / 0.64 mm
AWG 24 / AWG 22
Approval of the cable by Weidmüller necessary
0.85 mm / 1.6 mm
5.5 mm / 8.5 mm
Gold over nickel
360° all-round enclosure
750
-40 °C...70 °C
≤ 20 mΩ
> 500 MΩ
≥ 1000 V DC
≥ 1500 V DC
IEC 60603-7-51
1 A
100 GBit/s
conforming to IEEE 802.3at
CULUS; EAC
 

Type Qty. Order No.

IE-PS-RJ45-FH-BK-P 10 1132060000

 

 

Type Qty. Order No.Type Qty. Order No.
IE-CR-IP20-RJ45-FH-GN 10 1963100000
IE-CR-IP20-RJ45-FH-GY 10 1963060000
IE-CR-IP20-RJ45-FH-BU 10 1963080000
IE-CR-IP20-RJ45-FH-OG 10 1963070000
IE-CR-IP20-RJ45-FH-YE 10 1963090000
IE-CR-IP20-RJ45-FH-WH 10 1963050000

PWZ RJ45 1 1118040000
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IP 20 plug-in connectors
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H

H.32021700000

RJ45 plug, straight, tool free

• �Fieldattachable
• �Cat. 6A (8-wire)
• �Multi-port-compatible
• �IP 20

Technical data

Category
Protection degree
Housing main material
Connection diameter, flexible, min. / max.
Connection cross-section, flexible, min. / max.
Connection diameter, solid, min. / max.
Connection cross-section, solid, min. / max.
Connection diameter, very finely stranded, min./max.

Connection cross-section, very finely stranded, min./max.

Insulation diameter, min. / max.
Sheath diameter, min. / max.
Contact surface
Shielding
Plugging cycles
Ambient temperature (operational)
Contact resistance
Insulation resistance
Dielectric strength, contact / contact
Dielectric strength, contact / shield
Connector standard
Current-carrying capacity at 50 °C
Speed
PoE / PoE+
Approvals
Note

Ordering data
Plug

with printing: EIA / TIA 568-A
with printing: EIA/TIA 568-B

Note

Accessories

Note

8-wire, insulation diameter 1 - 1.6 mm

Cat.6A / Class EA (ISO/IEC 11801 2010)
IP 20
Zinc diecast, nickel-plated
0.46 mm / 0.76 mm
AWG 27 / AWG 22
0.51 mm / 0.64 mm
AWG 24 / AWG 22
0.61 mm / 0.78 mm / Approval of the cable by Weidmüller necessary

AWG 24 / AWG 22 / Approval of the cable by Weidmüller necessary

1 mm / 1.6 mm
5 mm / 9 mm
Gold over nickel
360° all-round enclosure
750
-40 °C...85 °C
≤ 20 mΩ
> 500 MΩ
≥ 1000 V DC
≥ 1500 V DC
IEC 60603-7-51
1 A
10 GBit
conforming to IEEE 802.3at
CULUS
 

Type Qty. Order No.
IE-PS-RJ45-FH-180-A-1.6 1 1992820000
IE-PS-RJ45-FH-180-B-1.6 1 1992830000
With pre-installed dust cap

 

Type Qty. Order No.Type Qty. Order No.
IE-PI-RJ45-FH-A-1.6 30 1992880000
IE-PI-RJ45-FH-B-1.6 30 1992900000

PWZ RJ45 1 1118040000

Substitute wire manager
TIA-A, insulation cross-section 1...1.6 mm
TIA-B, insulation cross-section 1...1.6 mm

TIA-A, insulation cross-section 0.85...1 mm
TIA-B, insulation cross-section 0.85...1 mm

Tools
Optional pressing tool

8-wire, insulation diameter 0.85 - 1.1 mm

Cat.6A / Class EA (ISO/IEC 11801 2010)
IP 20
Zinc diecast, nickel-plated
0.46 mm / 0.61 mm
AWG 27 / AWG 24
0.41 mm / 0.51 mm
AWG 26 / AWG 24
0.51 mm /  / Approval of the cable by Weidmüller necessary

AWG 26 /  / Approval of the cable by Weidmüller necessary

0.85 mm / 1.1 mm
5 mm / 9 mm
Gold over nickel
360° all-round enclosure
750
-40 °C...85 °C
≤ 20 mΩ
> 500 MΩ
≥ 1000 V DC
≥ 1500 V DC
IEC 60603-7-51
1 A
10 GBit
conforming to IEEE 802.3at
CULUS
 

Type Qty. Order No.
IE-PS-RJ45-FH-180-A-1.1 1 1992850000
IE-PS-RJ45-FH-180-B-1.1 1 1992860000
With pre-installed dust cap

 

Type Qty. Order No.Type Qty. Order No.

IE-PI-RJ45-FH-A-1.1 30 1992920000
IE-PI-RJ45-FH-B-1.1 30 1992930000

PWZ RJ45 1 1118040000

IP
 20

 pl
ug

-in
 co

nn
ec

to
rs

 an
d

mo
un

tin
g r

ail
 ou

tle
ts

IP 20 plug-in connectors
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H

H.4 2021700000

RJ45 plug, angled, tool free

• �Fieldattachable
• �Cat. 6A (8-wire)
• �Multi-port-compatible
• �IP 20

Technical data

Category
Protection degree
Housing main material
Connection diameter, flexible, min. / max.
Connection cross-section, flexible, min. / max.
Connection diameter, solid, min. / max.
Connection cross-section, solid, min. / max.
Connection diameter, very finely stranded, min./max.

Connection cross-section, very finely stranded, min./max.

Insulation diameter, min. / max.
Sheath diameter, min. / max.
Contact surface
Shielding
Plugging cycles
Ambient temperature (operational)
Contact resistance
Insulation resistance
Dielectric strength, contact / contact
Dielectric strength, contact / shield
Connector standard
Current-carrying capacity at 50 °C
Speed
PoE / PoE+
Approvals
Note

Ordering data
Plug

with printing: EIA / TIA 568-A
with printing: EIA/TIA 568-B

Note

Accessories

Note

8-wire, insulation diameter 1 - 1.6 mm

Ø13,9

Cat.6A / Class EA (ISO/IEC 11801 2010)
IP 20
Zinc diecast, nickel-plated
0.46 mm / 0.76 mm
AWG 27 / AWG 22
0.51 mm / 0.64 mm
AWG 24 / AWG 22
0.61 mm / 0.78 mm / Approval of the cable by Weidmüller necessary

AWG 24 / AWG 22 / Approval of the cable by Weidmüller necessary

1 mm / 1.6 mm
5 mm / 9 mm
Gold over nickel
360° all-round enclosure
750
-40 °C...85 °C
≤ 20 mΩ
> 500 MΩ
≥ 1000 V DC
≥ 1500 V DC
IEC 60603-7-51
1 A
10 GBit
conforming to IEEE 802.3at
CULUS
 

Type Qty. Order No.
IE-PS-RJ45-FH-90-A-1.6 1 1992870000
IE-PS-RJ45-FH-90-B-1.6 1 1992890000
With pre-installed dust cap

 

Type Qty. Order No.Type Qty. Order No.
IE-PI-RJ45-FH-A-1.6 30 1992880000
IE-PI-RJ45-FH-B-1.6 30 1992900000

PWZ RJ45 1 1118040000

Substitute wire manager
TIA-A, insulation cross-section 1...1.6 mm
TIA-B, insulation cross-section 1...1.6 mm

TIA-A, insulation cross-section 0.85...1 mm
TIA-B, insulation cross-section 0.85...1 mm

Tools
Optional pressing tool

8-wire, insulation diameter 0.85 - 1.1 mm

Ø13,9

Cat.6A / Class EA (ISO/IEC 11801 2010)
IP 20
Zinc diecast, nickel-plated
0.46 mm / 0.61 mm
AWG 27 / AWG 24
0.41 mm / 0.51 mm
AWG 26 / AWG 24
0.51 mm /  / Approval of the cable by Weidmüller necessary

AWG 26 /  / Approval of the cable by Weidmüller necessary

0.85 mm / 1.1 mm
5 mm / 9 mm
Gold over nickel
360° all-round enclosure
750
-40 °C...85 °C
≤ 20 mΩ
> 500 MΩ
≥ 1000 V DC
≥ 1500 V DC
IEC 60603-7-51
1 A
10 GBit
conforming to IEEE 802.3at
CULUS
 

Type Qty. Order No.
IE-PS-RJ45-FH-90-A-1.1 10 1518080000
IE-PS-RJ45-FH-90-B-1.1 10 1518090000
With pre-installed dust cap

 

Type Qty. Order No.Type Qty. Order No.

IE-PI-RJ45-FH-A-1.1 30 1992920000
IE-PI-RJ45-FH-B-1.1 30 1992930000

PWZ RJ45 1 1118040000
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IP 20 plug-in connectors
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H

H.52021700000

RJ45 plug, straight and angled, tool free

• �Fieldattachable
• �Cat. 5 (4-wire) for PROFINET
• �Multi-port-compatible
• �IP 20

Technical data

Category
Protection degree
Housing main material
Connection diameter, flexible, min. / max.
Connection cross-section, flexible, min. / max.
Connection diameter, solid, min. / max.
Connection cross-section, solid, min. / max.
Connection diameter, very finely stranded, min./max.

Connection cross-section, very finely stranded, min./max.

Insulation diameter, min. / max.
Sheath diameter, min. / max.
Contact surface
Shielding
Plugging cycles
Ambient temperature (operational)
Contact resistance
Insulation resistance
Dielectric strength, contact / contact
Dielectric strength, contact / shield
Connector standard
Current-carrying capacity at 50 °C
Speed
PoE / PoE+
Approvals
Note

Ordering data
Plug

with printing: PROFINET
Note

Accessories

Note

4-wire for PROFINET

Cat.5 (ISO/IEC 11801)
IP 20
Zinc diecast, nickel-plated
0.46 mm / 0.76 mm
AWG 27 / AWG 22
0.51 mm / 0.64 mm
AWG 24 / AWG 22
0.61 mm / 0.78 mm / Approval of the cable by Weidmüller necessary

AWG 24 / AWG 22 / Approval of the cable by Weidmüller necessary

1 mm / 1.6 mm
5 mm / 9 mm
Gold over nickel
360° all-round enclosure
750
-40 °C...85 °C
≤ 20 mΩ
> 500 MΩ
≥ 1000 V DC
≥ 1500 V DC
IEC 60603-7-51
1 A
100 MBit
conforming to IEEE 802.3at
CULUS
 

Type Qty. Order No.
IE-PS-RJ45-FH-180-P-1.6 1 1992840000
With pre-installed dust cap

 

straight

Type Qty. Order No.Type Qty. Order No.
IE-PI-RJ45-FH-P-1.6 30 1992910000

PWZ RJ45 1 1118040000

Substitute wire manager
PROFINET, insulation cross-section 1...1.6 mm

Tools
Optional pressing tool

4-wire for PROFINET

Ø13,9

Cat.5 (ISO/IEC 11801)
IP 20
Zinc diecast, nickel-plated
0.46 mm / 0.76 mm
AWG 27 / AWG 22
0.51 mm / 0.64 mm
AWG 24 / AWG 22
0.61 mm / 0.78 mm / Approval of the cable by Weidmüller necessary

AWG 24 / AWG 22 / Approval of the cable by Weidmüller necessary

1 mm / 1.6 mm
5 mm / 9 mm
Gold over nickel
360° all-round enclosure
750
-40 °C...85 °C
≤ 20 mΩ
> 500 MΩ
≥ 1000 V DC
≥ 1500 V DC
IEC 60603-7-51
1 A
100 MBit
conforming to IEEE 802.3at
CULUS
 

Type Qty. Order No.
IE-PS-RJ45-FH-90-P-1.6 10 1518100000
With pre-installed dust cap

 

angled

Type Qty. Order No.Type Qty. Order No.
IE-PI-RJ45-FH-P-1.6 30 1992910000

PWZ RJ45 1 1118040000
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IP 20 plug-in connectors
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H

H.6 2021700000

RJ45 crimp plug

• �Cat. 6
• �With kink protection
• �With locking-lever protection

Technical data

Category
Protection degree
Connection diameter, flexible, min. / max.
Connection cross-section, flexible, min. / max.
Connection diameter, solid, min. / max.
Connection cross-section, solid, min. / max.
Insulation cross-section, max.
Sheath diameter, min. / max.
Shielding
Plugging cycles
Ambient temperature (operational)
Connector standard
Bending protection sleeve material
Material insulator
Contact material / Contact surface
Shielding material
Cable pull-out force, min.
Contact resistance
Insulation resistance
Dielectric strength, contact / contact
Dielectric strength, contact / shield
Current-carrying capacity at 50 °C
PoE / PoE+
Approvals
Note

Ordering data
Plug

with kink prevention; 5.5 - 6.2 mm
with kink prevention; 6.2 - 7.1 mm
with kink prevention sleeve. black

without kink prevention sleeve
Note

Accessories

Note

8-wire, housing 1-part

24.8

6.
6

11.68

Cat.6A / Class EA (ISO/IEC 11801 2010)
IP 20
0.46 mm / 0.61 mm
AWG 27 / AWG 24
0.36 mm / 0.51 mm
AWG 27 / AWG 24
1.05 mm
5.5 mm / 6.2 mm
360° all-round enclosure
750
-40 °C...70 °C
IEC 60603-7-51
Polyamide PA6, UL 94-V0
Polycarbonate PC, UL 94 V-0
Phosphorus bronze / Gold-plated
0.5 mm brass, 2 µm nickel
89 N
≤ 20 mΩ
500 MΩ
≤ 1000 V DC
≤ 1500 V DC
1 A
conforming to IEEE 802.3af
EAC
 

Type Qty. Order No.
IE-P63 10 8813110000
IE-P70 10 8813120000

IE-P 100 8813100000
 

 

Type Qty. Order No.Type Qty. Order No.

TT 8 RS MP 8 1 9202800000

Kink prevention sleeve
white
green

grey
yellow
orange

black
blue

Tools
Crimping tool

8-wire, housing 2-part

13.9

10

approx. 41

Cat.6A / Class EA (ISO/IEC 11801 2010)
IP 20
0.46 mm / 0.61 mm
AWG 27 / AWG 24
0.36 mm / 0.51 mm
AWG 27 / AWG 24
1.05 mm
5 mm / 7.3 mm
360° all-round enclosure
750
-40 °C...70 °C
IEC 60603-7-51
Polycarbonate PC, UL 94 V-0
Polycarbonate PC, UL 94 V-0
Phosphorus bronze / Gold-plated
0.5 mm brass, 2 µm nickel
89 N
≤ 20 mΩ
500 MΩ
≤ 1000 V DC
≤ 1500 V DC
1 A
conforming to IEEE 802.3af
CURUS; EAC
 

Type Qty. Order No.

IE-PS-RJ45-TH-BK 10 1963590000
IE-PM-RJ45-TH 100 1963580000
 

 

Type Qty. Order No.Type Qty. Order No.
IE-PH-RJ45-TH-WH 10 1962430000
IE-PH-RJ45-TH-GN 10 1962490000
IE-PH-RJ45-TH-GY 10 1962440000
IE-PH-RJ45-TH-YE 10 1962480000
IE-PH-RJ45-TH-OG 10 1962450000
IE-PH-RJ45-TH-BK 10 1962500000
IE-PH-RJ45-TH-BU 10 1962470000

TT 8 RS MP 8 1 9202800000
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IP 20 plug-in connectors
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H

H.72021700000

FO connector

• �IP 20

Technical data

Protection degree
Plugging cycles
Ambient temperature (operational)
Connector standard
Individual wire diameter, min. / max.
Crimp barrel material
Pressure spring material
Ferrule material
Dust protection cap material
Bending protection sleeve material
Cable pull-out force, min.
Housing main material
Housing material, insert
Humidity
Sheath diameter, min. / max.
Approvals
Note

Ordering data

Singlemode
Multimode

POF
Note

Accessories

Note

SC-RJ

2.
5 

mm
51 mm

3.
2 

mm

7.
35

 m
m 8.95 mm

IP 20
1000
-20 °C...80 °C
IEC 61754-24
0.6 mm...1.4 mm
Copper, nickel-plated
Rustless steel
Zirconia, Hole 125.5 µm
TPE
TPE
100 N
PC UL 94 V0
Zinc diecast
0...93 % rel. humidity
2.8 mm / 3 mm
EAC; UL
 

Type Qty. Order No.
IE-PS-SCRJ1-SM 10 1206740000
IE-PS-SCRJ1-MM 10 1206730000
IE-PS-SCRJ1-POF 10 1206720000
 

 

Type Qty. Order No.Type Qty. Order No.
HTX-IE-POF 1 1208870000
IE-SCRJ1-IP20-POF-100 100 1278420000
REMOVAL TOOL HD 1 1866730000

Tools
Crimping tool POF

Replacement ferrule
Contact Removal Tool
 Fibre-optic tool case

ST

2.
5 

mm 47 mm

9.
6 

mm

3.
2

IP 20
1000
-20 °C...80 °C
IEC 61754-2

Copper, nickel-plated

TPE
TPE
100 N
Zinc diecast

2.8 mm / 3 mm
EAC
 

Type Qty. Order No.

IE-PS-ST-MM 1 1968150000

 

 

Type Qty. Order No.Type Qty. Order No.

IE-CTC-SCST-GOF 1 1032030000
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IP 20 plug-in connectors
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http://catalog.weidmueller.com/catalog/Start.do?localeID=en&ObjectID=1208870000
http://catalog.weidmueller.com/catalog/Start.do?localeID=en&ObjectID=1278420000
http://catalog.weidmueller.com/catalog/Start.do?localeID=en&ObjectID=1866730000
http://catalog.weidmueller.com/catalog/Start.do?localeID=en&ObjectID=1968150000
http://catalog.weidmueller.com/catalog/Start.do?localeID=en&ObjectID=1032030000


H

H.8 2021700000

FO connector

• �IP 20

Technical data

Protection degree
Plugging cycles
Ambient temperature (operational)
Connector standard
Individual wire diameter, min. / max.
Crimp barrel material
Pressure spring material
Ferrule material
Dust protection cap material
Bending protection sleeve material
Cable pull-out force, min.
Housing main material
Housing material, insert
Humidity
Sheath diameter, min. / max.
Approvals
Note

Ordering data

Singlemode
Multimode

Note

Accessories

Note

SC Duplex

2.
5 

mm

3.
2 

mm50 mm

12
.7

 m
m

25
.5

 m
m

9.7 mm

IP 20
1000
-40 °C...70 °C
IEC 61754-4
0.6 mm...1.4 mm
Copper, nickel-plated
Rustless steel
Zirconia, Hole 127 µm
TPE
TPE
100 N
PC UL 94 V0
Zinc diecast
0...93 % rel. humidity
2.8 mm / 3 mm
EAC; UL
 

Type Qty. Order No.
IE-PS-SCD-SM 10 1964410000
IE-PS-SCD-MM 10 1964480000
 

 

Type Qty. Order No.Type Qty. Order No.
IE-CTC-SCST-GOF 1 1032030000

Tools
 Fibre-optic tool case

Accessory set for LC plugs

LC duplex

1.
25

 m
m 50 mm

3.
1 

mm

 
6.25 mm

 

 
12.3 mm

 

IP 20
1000
-40 °C...70 °C
IEC 61754-20
0.6 mm...1.4 mm
Copper, nickel-plated
Rustless steel
Zirconia, Hole 127 µm
TPE
TPE
100 N
PC UL 94 V0
Zinc diecast
0...93 % rel. humidity
2.8 mm / 3 mm
EAC
 

Type Qty. Order No.
IE-PS-LCD-SM 10 1962980000
IE-PS-LCD-MM 10 1962970000
 

 

Type Qty. Order No.Type Qty. Order No.
IE-CTC-SCST-GOF 1 1032030000
IE-CTC-AS-LC-GOF 1 1033350000
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IP 20 plug-in connectors

http://catalog.weidmueller.com/catalog/Start.do?localeID=en&ObjectID=2021700000
http://catalog.weidmueller.com/catalog/Start.do?localeID=en&ObjectID=1964410000
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http://catalog.weidmueller.com/catalog/Start.do?localeID=en&ObjectID=1962980000
http://catalog.weidmueller.com/catalog/Start.do?localeID=en&ObjectID=1962970000
http://catalog.weidmueller.com/catalog/Start.do?localeID=en&ObjectID=1032030000
http://catalog.weidmueller.com/catalog/Start.do?localeID=en&ObjectID=1033350000


H

H.92021700000

Coupling BNC

Technical data

Housing main material
Insulation
Return loss (attenuation)
Characteristic impedance
O-Ring
Connector standard
Approvals
Note

Ordering data

Note

Accessories

Note

BNC

36
21.6

max. 6
Ø 

17
Ø 

9.
7

SW 16

1/
2-2

8 U
NE

F

Ø 
13

12

Brass, nickel-plated
PTFE
23 dB at 4 GHz, 27 dB at 1 GHz
50 Ω
NBR
IEC 61169-8

 

Type Qty. Order No.
IE-BI-BNC-C 1 1345020000
 

 

Type Qty. Order No.
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IP 20 plug-in connectors

http://catalog.weidmueller.com/catalog/Start.do?localeID=en&ObjectID=2021700000
http://catalog.weidmueller.com/catalog/Start.do?localeID=en&ObjectID=1345020000


H
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RJ45 PCB socket

• �Cat. 5
• �IP 20
• �THR

Technical data

Category
Protection degree
Housing main material
Contact material
Contact surface
Shielding
Shielding material
Plugging cycles
Ambient temperature (operational)
Contact resistance
Insulation resistance
Connector standard
Rated current 
Rated voltage
Approvals
Note

Ordering data
Female

Note

Accessories

Note

Lower locking lever

Cat.5 (ISO/IEC 11801)
IP 20
FR52 UL94V-0
Phosphorus bronze
Selective gold 30µm
Yes
Copper alloy
750
-40 °C...85 °C
≤ 20 mΩ
> 500 MΩ
IEC 60603-7-51
1.5 A
125 V AC
EAC; UL
 

Type Qty. Order No.
IE-PCB-RJ45-THR-C5-A 90 1433800000
Other versions on request

 

Type Qty. Order No.

Upper locking lever

1

Cat.5 (ISO/IEC 11801)
IP 20
FR52 UL94V-0
Phosphorus bronze
Selective gold 30µm
Yes
Copper alloy
750
-40 °C...85 °C
≤ 20 mΩ
> 500 MΩ
IEC 60603-7-51
1.5 A
125 V AC
EAC; UL
 

Type Qty. Order No.
IE-PCB-RJ45-THR-C5-AI 70 1455240000
Other versions on request

 

Type Qty. Order No.
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RJ45 PCB socket

http://catalog.weidmueller.com/catalog/Start.do?localeID=en&ObjectID=2021700000
http://catalog.weidmueller.com/catalog/Start.do?localeID=en&ObjectID=1433800000
http://catalog.weidmueller.com/catalog/Start.do?localeID=en&ObjectID=1455240000


H
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RJ45 PCB socket

• �Cat. 5
• �IP 20
• �THR

Technical data

Category
Protection degree
Housing main material
Contact material
Contact surface
Shielding
Shielding material
Plugging cycles
Ambient temperature (operational)
Contact resistance
Insulation resistance
Connector standard
Rated current 
Rated voltage
Approvals
Note

Ordering data
Female

Note

Accessories

Note

180°

*16.0

*1
6.

7

1 8

1.27x7=8.89

8 — Ø 0.90

2 — Ø 3.20

2 — Ø 1.70

11.43

15.75

1.27

2.
54 8.

89
3.

05

8

1

Cat.5 (ISO/IEC 11801)
IP 20
FR52 UL94V-0
Phosphorus bronze
Selective gold 30µm
Yes
Copper alloy
750
-40 °C...85 °C
≤ 20 mΩ
> 500 MΩ
IEC 60603-7-51
1.5 A
125 V AC
EAC; UL
 

Type Qty. Order No.
IE-PCB-RJ45-THR-C5-S 60 1433810000
Other versions on request

 

Type Qty. Order No.
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RJ45 PCB socket

http://catalog.weidmueller.com/catalog/Start.do?localeID=en&ObjectID=2021700000
http://catalog.weidmueller.com/catalog/Start.do?localeID=en&ObjectID=1433810000


H
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RJ45 PCB socket

• �Cat. 5
• �IP 20
• �SMD

Technical data

Category
Protection degree
Housing main material
Contact material
Contact surface
Shielding
Shielding material
Plugging cycles
Ambient temperature (operational)
Contact resistance
Insulation resistance
Connector standard
Rated current 
Rated voltage
Approvals
Note

Ordering data

Note

Accessories

Note

Lower locking lever

Cat.5 (ISO/IEC 11801)
IP 20
FR52 UL94V-0
Phosphorus bronze
Selective gold 30µm
Yes
Copper alloy
750
-40 °C...85 °C
≤ 20 mΩ
> 500 MΩ
IEC 60603-7-51
1.5 A
125 V AC
EAC; UL
 

Type Qty. Order No.
IE-PCB-RJ45-SMD-C5-A 150 1433890000
Other versions on request

 

Type Qty. Order No.

Upper locking lever

Cat.5 (ISO/IEC 11801)
IP 20
FR52 UL94V-0
Phosphorus bronze
Selective gold 30µm
Yes
Copper alloy
750
-40 °C...85 °C
≤ 20 mΩ
> 500 MΩ
IEC 60603-7-51
1.5 A
125 V AC
EAC; UL
 

Type Qty. Order No.
IE-PCB-RJ45-SMD-C5-AI 100 1455220000
Other versions on request

 

Type Qty. Order No.
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RJ45 PCB socket

http://catalog.weidmueller.com/catalog/Start.do?localeID=en&ObjectID=2021700000
http://catalog.weidmueller.com/catalog/Start.do?localeID=en&ObjectID=1433890000
http://catalog.weidmueller.com/catalog/Start.do?localeID=en&ObjectID=1455220000


H
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RJ45 PCB socket

• �Cat. 5
• �IP 20
• �SMD

Technical data

Category
Protection degree
Housing main material
Contact material
Contact surface
Shielding
Shielding material
Plugging cycles
Ambient temperature (operational)
Contact resistance
Insulation resistance
Connector standard
Rated current 
Rated voltage
Approvals
Note

Ordering data

Note

Accessories

Note

180°

Cat.5 (ISO/IEC 11801)
IP 20
FR52 UL94V-0
Phosphorus bronze
Selective gold 30µm
Yes
Copper alloy
750
-40 °C...85 °C
≤ 20 mΩ
> 500 MΩ
IEC 60603-7-51
1.5 A
125 V AC
EAC; UL
 

Type Qty. Order No.
IE-PCB-RJ45-SMD-C5-S 150 1433900000
Other versions on request

 

Type Qty. Order No.
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RJ45 PCB socket

http://catalog.weidmueller.com/catalog/Start.do?localeID=en&ObjectID=2021700000
http://catalog.weidmueller.com/catalog/Start.do?localeID=en&ObjectID=1433900000
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RJ45 PCB socket

• �Cat. 6
• �IP 20
• �THR

Technical data

Category
Protection degree
Housing main material
Contact material
Contact surface
Shielding
Shielding material
Plugging cycles
Ambient temperature (operational)
Contact resistance
Insulation resistance
Connector standard
Rated current 
Rated voltage
Approvals
Note

Ordering data

Note

Accessories

Note

Upper locking lever

ø
ø

ø

Cat.6 (ISO/IEC 11801)
IP 20
FR52 UL94V-0
Phosphorus bronze
Selective gold 30µm
Yes
Copper alloy
750
-40 °C...85 °C
≤ 20 mΩ
> 500 MΩ
IEC 60603-7-51
1.5 A
125 V AC
EAC; UL
 

Type Qty. Order No.
IE-PCB-RJ45-THR-C6-AI 80 1433910000
Other versions on request

 

Type Qty. Order No.

180°

ø

ø

ø

Cat.6 (ISO/IEC 11801)
IP 20
FR52 UL94V-0
Phosphorus bronze
Selective gold 30µm
Yes
Copper alloy
750
-40 °C...85 °C
≤ 20 mΩ
> 500 MΩ
IEC 60603-7-51
1.5 A
125 V AC
EAC; UL
 

Type Qty. Order No.
IE-PCB-RJ45-THR-C6-S 80 1433920000
Other versions on request

 

Type Qty. Order No.
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RJ45 PCB socket

http://catalog.weidmueller.com/catalog/Start.do?localeID=en&ObjectID=2021700000
http://catalog.weidmueller.com/catalog/Start.do?localeID=en&ObjectID=1433910000
http://catalog.weidmueller.com/catalog/Start.do?localeID=en&ObjectID=1433920000


H
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Module RJ45
Outlet direction straight
• �Cat. 6A
• �IP 20
• �TS 35

Technical data

Category
Protection degree
Housing main material
Contact surface
Colour
Type of mounting
Plugging cycles
Configuration
Ambient temperature (operational)
Temperature range, installation, min. / / max.
Connector standard
Connection diameter, flexible, min. / max.
Connection cross-section, flexible, min. / max.
Connection diameter, solid, min. / max.
Connection cross-section, solid, min. / max.
Electrical properties*
PoE / PoE+
Contact resistance
Current-carrying capacity at 50 °C
Dielectric strength, contact / contact
Dielectric strength, contact / shield
Insulation resistance
Approvals
Note

Ordering data

A-coded
B-coded

Outlet RJ45 PROFINET-coded
Note

Accessories

Note

8-wire

17
.5

0.6
9"

67
.0

5
2.

64
"

59.55
2.34"

Cat.6A / Class EA (ISO/IEC 11801 2010)
IP 20
PA UL 94 V0
Au ≥ 0.8 µm
Light Grey
TS 35
750
Switchable volt. connection from module/coupling to mounting rail
-40 °C...70 °C
-25 °C...70 °C
IEC 60603-7-51
0.48 mm / 0.76 mm
AWG 26 / AWG 22
0.4 mm / 0.64 mm
AWG 24 / AWG 22

conforming to IEEE 802.3af
≤ 20 mΩ
1 A
≥ 1000 V DC
≥ 1500 V DC
500 MΩ
EAC
Weidmüller connection cat. 7 AWG 27/7 LSZH cable possible

Type Qty. Order No.
IE-TO-RJ45-FJ-A 10 8946930000
IE-TO-RJ45-FJ-B 10 8946940000

 

 

Type Qty. Order No.Type Qty. Order No.
ESG 9/11 K MC NE WS 1857440000

Markers
9*11 mm. white

4-wire

17
.5

0.6
9"

67
.0

5
2.

64
"

59.55
2.34"

Cat.5 (ISO/IEC 11801)
IP 20
PA UL 94 V0
Au ≥ 0.8 µm
Light Grey
TS 35
750
Switchable volt. connection from module/coupling to mounting rail
-40 °C...70 °C
-25 °C...70 °C
IEC 60603-7-51
0.48 mm / 0.76 mm
AWG 26 / AWG 22
0.4 mm / 0.64 mm
AWG 24 / AWG 22

conforming to IEEE 802.3af
≤ 20 mΩ
1 A
≥ 1000 V DC
≥ 1500 V DC
500 MΩ
EAC
 

Type Qty. Order No.

IE-TO-RJ45-FJ-P 10 8946950000
 

 

Type Qty. Order No.Type Qty. Order No.
ESG 9/11 K MC NE WS 1857440000
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IP 20 mounting rail outlets

http://catalog.weidmueller.com/catalog/Start.do?localeID=en&ObjectID=2021700000
http://catalog.weidmueller.com/catalog/Start.do?localeID=en&ObjectID=8946930000
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http://catalog.weidmueller.com/catalog/Start.do?localeID=en&ObjectID=8946950000
http://catalog.weidmueller.com/catalog/Start.do?localeID=en&ObjectID=1857440000


H
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Module RJ45
Outlet direction diagonal
• �Cat. 6
• �IP 20
• �TS 35

Technical data

Category
Protection degree
Housing main material
Contact surface
Colour
Type of mounting
Plugging cycles
Configuration

Ambient temperature (operational)
Temperature range, installation, min. / / max.
Connector standard
Connection diameter, flexible, min. / max.
Connection cross-section, flexible, min. / max.
Connection diameter, solid, min. / max.
Connection cross-section, solid, min. / max.
Electrical properties*
PoE / PoE+
Contact resistance
Current-carrying capacity at 50 °C
Dielectric strength, contact / contact
Dielectric strength, contact / shield
Insulation resistance
Approvals
Note

Ordering data

A-/B-coded
Note

Accessories

Note

8-wire

(1TE)
17.5 + 0.560

4 
± 

0.
55

35

26
.1

26
.1

Cat.6 (ISO/IEC 11801)
IP 20
PA 66, UL 94: V-0

Light Grey
TS 35
750
Inspection window for labelling
1 TE pitch dimension acc. to DIN 43880. insta-compatible
-25 °C...70 °C

IEC 60603-7-5
0.4 mm / 0.64 mm
AWG 26 / AWG 22
0.4 mm / 0.64 mm
AWG 26 / AWG 22

conforming to IEEE 802.3at
≤ 20 mΩ
1 A
≥ 1000 V DC
≥ 1500 V DC
500 MΩ
CULUS; EAC; GERMLLOYD
 

Type Qty. Order No.
IE-XM-RJ45/IDC 1 8808360000
 

 

Type Qty. Order No.Type Qty. Order No.
IE-DM 50 8813500000

Markers
Marking tag
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IP 20 mounting rail outlets

http://catalog.weidmueller.com/catalog/Start.do?localeID=en&ObjectID=2021700000
http://catalog.weidmueller.com/catalog/Start.do?localeID=en&ObjectID=8808360000
http://catalog.weidmueller.com/catalog/Start.do?localeID=en&ObjectID=8813500000


H

H.172021700000

Coupling RJ45, 8-wire

• �Cat. 6A

• �IP 20
• �TS 35

Technical data

Category
Protection degree
Housing main material
Contact material / Contact surface
Colour
Type of mounting
Plugging cycles
Configuration

Ambient temperature (operational)
Temperature range, installation, min. / / max.
Humidity
Shock resistance acc. to IEC 60512-4
Vibration resistance acc. to IEC 60512-4
Housing material, insert
Connector standard
Electrical properties*
PoE / PoE+
Contact resistance
Current-carrying capacity at 50 °C
Dielectric strength, contact / contact
Dielectric strength, contact / shield
Insulation resistance
Approvals
Note

Ordering data

Note

Accessories

Note

Outlet direction straight

17
.5

0.6
9"

67
.0

5
2.

64
"

59.55
2.34"

Cat.6A / Class EA (ISO/IEC 11801 2010)
IP 20
PA UL 94 V0
Spring steel, Ni 1.2 µm / Au ≥ 0.8 µm
Light Grey
TS 35
750
Switchable volt. connection from module/coupling to mounting rail

-40 °C...70 °C
-25 °C...70 °C
0...93 % rel. humidity
250 ms-2

50 ms-2 sinusoidal (9 – 500 Hz)
Zinc diecast
IEC 60603-7-51

conforming to IEEE 802.3af
≤ 20 mΩ
1 A
≥ 1000 V DC
≥ 1500 V DC
500 MΩ
EAC
 

Type Qty. Order No.
IE-TO-RJ45-C 10 8946920000
 

 

Type Qty. Order No.Type Qty. Order No.
ESG 9/11 K MC NE WS 1857440000

Markers
9*11 mm. white

Marking tag

Outlet direction diagonal

(1TE)
17.5 + 0.560

4 
± 

0.
55

35

26
.1

26
.1

Cat.6 (ISO/IEC 11801)
IP 20
PA 66, UL 94: V-0

Light Grey
TS 35
750
Inspection window for labelling
1 TE pitch dimension acc. to DIN 43880. insta-compatible
-25 °C...70 °C

IEC 60603-7-5

conforming to IEEE 802.3at
≤ 20 mΩ
1 A
≥ 1000 V DC
≥ 1500 V DC
500 MΩ
CULUS; EAC; GERMLLOYD
 

Type Qty. Order No.
IE-XM-RJ45/RJ45 1 8879050000
 

 

Type Qty. Order No.Type Qty. Order No.

IE-DM 50 8813500000
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IP 20 mounting rail outlets

http://catalog.weidmueller.com/catalog/Start.do?localeID=en&ObjectID=2021700000
http://catalog.weidmueller.com/catalog/Start.do?localeID=en&ObjectID=8946920000
http://catalog.weidmueller.com/catalog/Start.do?localeID=en&ObjectID=1857440000
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USB connection

• �IP 20
• �TS 35

Technical data

Protection degree
Housing main material
Colour
Type of mounting
Ambient temperature (operational)
Temperature range, installation, min. / / max.
Connector standard
Connection 1 / 2
Approvals
Note

Ordering data
USB

Note

Accessories

Note

USB A

17
.5

0.6
9"

67
.0

5
2.

64
"

59.55
2.34"

IP 20
PA UL 94 V0
Light Grey
TS 35
-40 °C...70 °C
-25 °C...70 °C
IEC 61076-3-107
USB A / USB A
EAC
 

Type Qty. Order No.
IE-TO-USB 10 8946960000
 

 

Type Qty. Order No.Type Qty. Order No.
ESG 9/11 K MC NE WS 1857440000

Markers
9*11 mm. white

USB AB

17
.5

0.6
9"

67
.0

5
2.

64
"

59.55
2.34"

IP 20
PA UL 94 V0
Light Grey
TS 35
-40 °C...70 °C
-25 °C...70 °C
IEC 61076-3-107
USB A / USB B
EAC
 

Type Qty. Order No.
IE-TO-USB-AB 1 1438180000
 

 

Type Qty. Order No.Type Qty. Order No.
ESG 9/11 K MC NE WS 1857440000
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IP 20 mounting rail outlets

http://catalog.weidmueller.com/catalog/Start.do?localeID=en&ObjectID=2021700000
http://catalog.weidmueller.com/catalog/Start.do?localeID=en&ObjectID=8946960000
http://catalog.weidmueller.com/catalog/Start.do?localeID=en&ObjectID=1857440000
http://catalog.weidmueller.com/catalog/Start.do?localeID=en&ObjectID=1438180000
http://catalog.weidmueller.com/catalog/Start.do?localeID=en&ObjectID=1857440000


H

H.192021700000

Coupling fibre-optic

• �IP 20
• �TS 35

Technical data

Protection degree
Housing main material
Colour
Type of mounting
Plugging cycles
Ambient temperature (operational)
Temperature range, installation, min. / / max.
Connector standard
Approvals

Note

Ordering data
Fibre-optic

Singlemode
Multimode/POF

Note

Accessories

Note

SC duplex

IP 20
PA UL 94 V0
Light Grey
TS 35
1000
-40 °C...70 °C
-25 °C...70 °C
IEC 61754-4
EAC; UL

 

Type Qty. Order No.
IE-TO-SCD-SM 10 8946980000
IE-TO-SCD-MM 10 8946970000
 

 

Type Qty. Order No.Type Qty. Order No.
ESG 9/11 K MC NE WS 1857440000

Markers
9*11 mm. white

SC-RJ

IP 20
PA UL 94 V0
Light Grey
TS 35
1000
-40 °C...70 °C
-25 °C...70 °C
IEC 61754-24
EAC; UL

 

Type Qty. Order No.
IE-TO-SCRJ-SM 10 8947000000
IE-TO-SCRJ-MM 10 8946990000
 

 

Type Qty. Order No.Type Qty. Order No.
ESG 9/11 K MC NE WS 1857440000
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IP 20 mounting rail outlets

http://catalog.weidmueller.com/catalog/Start.do?localeID=en&ObjectID=2021700000
http://catalog.weidmueller.com/catalog/Start.do?localeID=en&ObjectID=8946980000
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H
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Coupling fibre-optic

• �IP 20
• �TS 35

Technical data

Protection degree
Housing main material
Colour
Type of mounting
Plugging cycles
Ambient temperature (operational)
Temperature range, installation, min. / / max.
Connector standard
Approvals

Note

Ordering data

Singlemode
Multimode

Note

Accessories

Note

LC Duplex

IP 20
PA UL 94 V0
Light Grey
TS 35
1000
-40 °C...70 °C
-25 °C...70 °C
IEC 61754-20
EAC

 

Type Qty. Order No.
IE-TO-LCD-SM 10 8947020000
IE-TO-LCD-MM 10 8947010000
 

 

Type Qty. Order No.Type Qty. Order No.
ESG 9/11 K MC NE WS 1857440000

Markers
9*11 mm. white

Marking tag

ST
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IP 20
PA 66, UL 94: V-0
Light Grey
TS 35
750
-25 °C...70 °C

IEC 61754-2
EAC

 

Type Qty. Order No.

IE-XM-ST/ST 1 8808340000
 

 

Type Qty. Order No.Type Qty. Order No.

IE-DM 50 8813500000
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IP 20 mounting rail outlets
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