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Let’s connect.

Made in Germany

Weidmüller – Your partner in Industrial Connectivity

As experienced experts we support our customers and partners around the world 
with products, solutions and services in the industrial environment of power, 
signal and data. We are at home in their industries and markets and know the 
technological challenges of tomorrow. We are therefore continuously developing 
innovative, sustainable and useful solutions for their individual needs. Together we 
set standards in Industrial Connectivity. 

Your local Weidmüller partner can
be found on our website:
www.weidmueller.com/countries

Weidmüller Interface GmbH & Co. KG
Klingenbergstraße 16
32758 Detmold, Germany
T +49 5231 14-0
F +49 5231 14-292083
info@weidmueller.com
www.weidmueller.com
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Relays and solid-state relays Relay modules and solid-state relays in 6 mm width

Industrial relay modules

Power electronics
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Relays and solid-state relays

Product overview

TERMSERIES relay modules TERMSERIES – solid-state relays TERMSERIES adapters
Page A.8 Page A.28 Page A.52

• All-purpose, pluggable relay modules
• Space-saving width
• AgNi contact with and without gold plating
• Screw and tension clamp connection

• All-purpose, pluggable solid-state relays
• Space-saving width
• DC and AC output variants
• Screw and tension clamp connection

• Suitable for input and output logic
• Version for TERMSERIES base 

TERMOPTO – solid-state relays MICROOPTO – solid-state relays MCZ SERIES relay modules
Page A.58 Page A.70 Page A.80

•  Isolation of potentials in terminal format
• With PUSH IN technology
• Compact, enclosed design 

•  Compact semiconductor switch in terminal format
•  High power for loads up to 10 A
•  Electrically isolates high-speed signals
•  International approvals

•		Low	profile	with	tension	clamp	connection
•  TRAK version developed for the rail industry
•  Large temperature range of -40 °C to +70 °C

MCZ-SERIES – solid-state relays D-SERIES relay modules RIDERSERIES relay modules
Page A.86 Page B.6 Page B.48

•		Low	profile	with	tension	clamp	connection
•  Universal interface between controller and 

sensor/actuator
•  TRAK version developed for the rail industry

• Modularly designed product line
•  Pluggable variants with 1 to 4 CO contacts
• Special variants for switching high DC loads 

• Modularly designed product line
•  Pluggable variants with 1 to 4 CO contacts
•  Innovative relay base with PUSH IN connection
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Product overview

RIDERSERIES FG relay modules PSSR 1-phase Power solid-state relays PSSR 1-phase Power solid-state relays
Page B.78 Page C.4 Page C. 8

• Modularly designed product line
• Relays with positively driven contacts
• Screw or tension clamp connection

•  Load circuit: 12…275 V AC / 25 A or  
24...600 V AC/35 A

• Zero-cross switch 
• Ready to use
• Attachable monitoring module

• Load circuit: 24...600 V/50 A or 75 A
• No-voltage switch
• Compact design

PSSR 1-phase phase angle control PSSR 3-phase Power solid-state relays SIL relay
Page C. 10 Page C.12 Page D.6

• Load circuit: 200...460 V AC/70 A
• 4–20 mA control input
• Manual phase angle calibration

•  Load circuit: 24…520 V AC / 20 A  
at 55 °C

• No-voltage switch
• Ready to use

• TÜV “Safety-Approved”
• SIL3 acc. to EN61508
• De-energise/Energise to Safe applications

BT-SERIES - Timer Timer with 6 mm width
Page E.4 Page E.8

• Time range: 0.10 s…120 h
• Screw or tension clamp connection
• International approvals 

•  Components for lengthening short pulses  
for the PLC

•  Low input power
•  DKZ Series with adjustable switch-off delay
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Matrix

Selection table for TERMSERIES
Relay modules from 6 mm width

Number of contacts / Type of contact 1 NO 1 CO 2 CO
Contact material
Switching current

AgSnO AgSnO  + W AgNi AgNi + 5µAu AgNi AgNi AgNi + 5µAu
16 A 16 A 6 A 16 A 8 A

Voltage / Input DC Connection
5 V DC Screw 1122740000 1122980000 1479650000 1123470000 1123710000

Tension clamp 1122860000 1123100000 1479800000 1123590000 1123830000
12 V DC Screw 1122750000 1122990000 1479670000 1123480000 1123720000

Tension clamp 1122870000 1123110000 1479820000 1123600000 1123840000
24 V DC Screw 1479780000 1479810000 1122770000 1123000000 1479680000 1123490000 1123730000

Tension clamp 1479940000 1479970000 1122880000 1123120000 1479840000 1123610000 1123850000
Input UC
24 V UC Screw 1122780000 1123010000 1479690000 1123500000 1123740000

Tension clamp 1122890000 1123130000 1479850000 1123620000 1123870000
48 V UC Screw 1122790000 1123020000 1479700000 1123510000 1123750000

Tension clamp 1122900000 1123140000 1479870000 1123630000 1123880000
60 V UC Screw 1122800000 1123030000 1479710000 1123520000 1123770000

Tension clamp 1122910000 1123150000 1479880000 1123640000 1123890000
120 VUC Screw 1122810000 1123170000 1479730000 1123530000 1123780000

Tension clamp 1122920000 1123040000 1479890000 1123650000 1123900000
230 V UC Screw 1122820000 1123050000 1479740000 1123540000 1123790000

Tension clamp 1122930000 1123180000 1479900000 1123670000 1123910000
24 - 230 V UC Screw 1479790000 1479830000 1122850000 1123090000 1479770000 1123580000 1123820000

Tension clamp 1479950000 1479980000 1122970000 1123210000 1479930000 1123700000 1123940000
Input AC
120 V AC RC Screw 1122830000 1123070000 1479750000 1123550000 1123800000

Tension clamp 1122940000 1123190000 1479910000 1123680000 1123920000
230 V AC RC Screw 1122840000 1123080000 1479760000 1123570000 1123810000

Tension clamp 1122950000 1123200000 1479920000 1123690000 1123930000
Note Selection of preferred types, other modules upon request
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Matrix

Selection table for D-SERIES
Industrial relay modules

Series DRM DRL
Number of contacts / Type of contact 2 CO 4 CO 1 CO 2 CO 3 CO 4 CO
Contact material / Current AgNi 10 A AgNi 5 A AgCdO 16 A AgCdO 10 A AgCdO 10 A AgCdO 10 A

Voltage / Input DC
12 V DC 7760056068 7760056096 1133450000 1133510000 1133570000 1133620000
24 V DC 7760056069 7760056097 1133460000 1133520000 1133580000 1133630000
48 V DC 7760056070 7760056098 1133470000 1133530000 1133590000 1133640000
110 V DC 7760056071 7760056099 1133480000 1133540000 1133600000 1133650000
220 V DC 7760056072 7760056100 1133400000 1133550000 1133610000 1133660000
Input AC
24 V AC 7760056073 7760056101 1133840000 1133870000 1133910000 1133940000
48 V AC 7760056074 7760056102
120 V AC 7760056075 7760056103 1133850000 1133880000 1133920000 1133950000
230 V AC 7760056076 7760056104 1133860000 1133890000 1133930000 1133960000
Preferred suitable socket
Screw, clamping yoke 7760056106 7760056107 7760056225 7760056225 7760056226 7760056227
Screw, tension clamp 7760056263 7760056264
Note Preferred types of D-SERIES incl. status indication and test key

More coils and contact-types upon request

Series DRW DRH DRR
Number of contacts / Type of contact 2 CO 3 CO 1 NO 2 NO 2 CO 3 CO
Contact material / Current AgCdO 16 A AgCdO 16 A AgCdO 16 A AgCdO 16 A AgNi 10 A AgNi 10 A

10 A @ 220 V DC 3 A @ 220 V DC without test key without test key
Voltage / Input DC
12 V DC 1219730000 1219780000 1220140000 1219840000 1133360000 1133410000
24 V DC 1219740000 1219790000 1220150000 1219850000 1133370000 1133420000
48 V DC 1219750000 1219810000 1220170000 1219860000 1133380000 1133430000
110 V DC 1219760000 1219820000 1220180000 1219870000 1133390000 1133440000
220 V DC 1219770000 1219830000 1220190000 1219880000 1133400000 1133560000
Input AC
24 V AC 1219350000 1219410000 1220200000 1219890000 1133760000 1133810000
48 V AC 1219360000 1219420000 1220210000 1219910000
120 V AC 1219370000 1219430000 1220220000 1219920000 1133780000 1133820000
230 V AC 1219380000 1219440000 1220230000 1219930000 1133800000 1133830000
400 V AC 1219390000 1219450000
Preferred suitable socket
Screw, clamping yoke 1220250000 1220250000 1220250000 1220250000 1132810000 1132820000
Note Preferred types of D-SERIES incl. status indication and test key

More coils and contact-types upon request
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Matrix

Selection table for RIDERSERIES
Industrial relay modules 

Series RCI RCM RRD
Number of contacts / Type of contact 1 CO 2 CO 2 CO 3 CO 4 CO 2 CO 3 CO
Contact material / Current AgNi 16 A AgNi 8 A AgNi 12 A AgNi 10 A AgNi 6 A AgNi 10 A AgNi 10 A

without recovery diode without LED
Voltage / Input DC
12 V DC 8870240000 8870310000 8957020000 8957090000 8957160000
24 V DC 8870250000 8870320000 8957030000 8957100000 8957170000 8690380000 8797650000
48 V DC 8870260000 8870330000 8957040000 8957110000 8957180000 8690400000
110 V DC 8870270000 8870340000 8957050000 8957120000 8957190000 8797640000
220 V DC 8636230000 8797610000
Input AC
24 V AC 8870280000 8870350000 8689770000 8689950000 8690120000 8690280000 8690460000
48 V AC 8689970000 8690130000 8690480000
120 V AC 8870290000 8870360000 8689810000 8689990000 8690150000 8690320000 8690560000
230 V AC 8870300000 8870370000 8689830000 8690010000 8690160000 8690340000 8690580000
Preferred suitable socket
Screw 8869490000 8869490000 8869400000 8869410000 8869420000 8869360000 8869350000
Tension clamp or Push In 8869500000 8869500000 8876220000 8869430000
Note Preferred types of RIDERSERIES incl. recovery diode (DC-coil), status indication and test key

More coils and contact-types upon request

Series RCI KIT RCM KIT
Number of contacts / Type of contact
Contact material

1 CO 2 CO 2 CO 3 CO 4 CO
AgNi AgNi AgNi AgNi AgNi

Voltage / Input DC Connection
24 VDC Screw 8881580000 8881610000 8920940000 8920980000 8921030000

PUSH IN 8897190000 8897230000 8921080000 8921120000
Input AC
24 V AC Screw 8881590000 8881620000 8920950000 8920990000 8921040000

PUSH IN 8897200000 8897240000 8921090000 8921130000
115 V / 120 V AC Screw 8897060000 8897080000 8920960000 8921010000 8921060000

PUSH IN 8897210000 8897250000 8921100000 8921140000
230 V AC Screw 8881600000 8881630000 8920970000 8921020000 8921060000

PUSH IN 8897220000 8897260000 8921110000 8921150000

Note Preferred types of RIDERSERIES incl. recovery diode (DC-coil), status indication and test key
More coils and contact-types upon request
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Matrix

Selection table for TERMOPTO and TERMSERIES
Solid-state relays from 6 mm width

Load side
Voltage type DC DC DC DC AC AC
Switching voltage 5…48 V 5…48 V 24 V 24 V 24…240 V 24…240 V
Switching current < 100 mA <= 500 mA <= 2 A <= 5 A <=100 mA <=1 A
Control side / Voltage AC Series Connection
24 V AC TERMOPTO Screw 8950820000 8951020000 8951220000

PUSH IN 8950860000 8951060000 8951260000
48…60 V AC TERMOPTO Screw 8950830000 8951030000 8951230000

PUSH IN 8950870000 8951070000 8951270000
120 V AC TERMOPTO Screw 8950840000 8951040000 8951240000

PUSH IN 8950880000 8951080000 8951280000
120 V AC RC TERMSERIES Screw 1127000000 1127230000 1127480000

Tension clamp 1127110000 1127350000 1127600000
TERMOPTO Screw 1180290000

PUSH IN 1188830000
230 V AC TERMOPTO Screw 8950850000 8951050000 8951250000

PUSH IN 8950890000 8951090000 8951290000
230 V AC RC TERMSERIES Screw 1127010000 1127240000 1127490000

Tension clamp 1127120000 1127370000 1127610000
TERMOPTO Screw 1189270000

PUSH IN 1189260000
DC
5 V DC TERMSERIES Screw 1126920000 1127140000 1127390000

Tension clamp 1127030000 1127270000 1127510000
TERMOPTO Screw 8950700000 8950900000 8951100000

PUSH IN 8950760000 8950960000 8951160000
12 V DC TERMSERIES Screw 1126930000 1127150000 1127400000

Tension clamp 1127040000 1127280000 1127520000
TERMOPTO Screw 8950710000 8950910000 8951110000

PUSH IN 8950770000 8950970000 8951170000
24 V DC TERMSERIES Screw 1126940000 1127170000 1127630000 1127410000

Screw 1391680000 1127680000
Tension clamp 1127050000 1127290000 1127650000 1127530000
Tension clamp 1391690000 1127700000

TERMOPTO Screw 8950720000 8950920000 1275100000 8951120000
PUSH IN 8950780000 8950980000 1254880000 8951180000

48…60 V DC TERMOPTO Screw 8950730000 8950930000 8951130000
PUSH IN 8950790000 8950990000 8951190000

110 V DC TERMOPTO Screw 8950740000 8950940000 8951140000
PUSH IN 8950800000 8951000000 8951200000

220 V DC TERMOPTO Screw 8950750000 8950950000 8951150000
PUSH IN 8950810000 8951010000 8951210000

UC
24 V UC TERMSERIES Screw 1126950000 1127180000 1127420000

Tension clamp 1127060000 1127300000 1127540000
24…230 V UC TERMSERIES Screw 1127020000 1127250000 1127640000 1127500000

Screw 1127690000
Tension clamp 1127130000 1127380000 1127670000 1127620000
Tension clamp 1127710000

48 V UC TERMSERIES Screw 1126960000 1127190000 1127430000
Tension clamp 1127070000 1127310000 1127550000

60 V UC TERMSERIES Screw 1126970000 1127200000 1127440000
Tension clamp 1127080000 1127320000 1127570000

115 V / 120 V UC TERMSERIES Screw 1126980000 1127210000 1127450000
Tension clamp 1127090000 1127330000 1127580000

230 V UC TERMSERIES Screw 1126990000 1127220000 1127470000
Tension clamp 1127100000 1127340000 1127590000

Note Selection of preferred types, other modules upon request.
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Selection table for MICROOPTO
Solid-state relays in 6 mm width  
for	specific	applications

Selection table for Power solid-state relays

Find all the information about our 
extensive range of relay modules and 
solid-state relays on our website or in 
our online catalog.

www.weidmueller.com/relay
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Load side
Voltage type DC DC DC DC
Switching voltage 5…48 V DC 8…30 V DC 5…33 V DC 12…300 V DC
Switching current 0,5 A 2 A 10 A 1 A
Control side / Voltage
24 V DC 8937980000 8937970000 8937940000 8937830000
Remarks Electronic CO contact

1 kHz switching frequency
Actuator switch
3-wire connection
Short-circuit-proof
Thermal overload fuse

Valve switch
Short-circuit-proof
Alarm contact

Switch for inductive loads
Power Boost

Load side 1-phase 3-phase
Voltage type AC AC AC AC AC
Switching voltage 12…275 V AC 24…600 V AC 24…600 V AC 24…600 V AC 24…520 V AC
Switching current 25 A 35 A 50 A 75 A 20 A
Heatsink yes yes no no yes
Control side / Voltage
3…32 V DC 1406200000 1406210000 1406240000 1406250000
160…240 V AC/DC 1406220000
Monitoring module (plug-in) 1406230000 1406230000
8…30 V DC / 10…30 V AC 8952130000
9…240 V AC/DC 8952140000
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